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Step 1 

Start assembly of seat bottom by inserting the planking into 

the slots of one leg part (F). Use 2 large planks (A) in the 

outside slots and 1 small plank (B) into the middle slot.

Step 2

Identify the front of the bench, which is the side closest to 

the hinge knuckles on the legs, as shown in Illustration #1.  

With the finished side of the brace facing the front of the 

bench, insert the end of the truss brace (E) into the brace 

attachment slot of the leg assembly.  Do not secure the 

brace with screws at this time.

Step 3

Fit the other leg (F) over the other ends of the planking and 

truss brace, making sure planking and truss brace is 

completely inserted into all leg slots. Now permanently 

attach the truss brace to the legs by aligning the two pre 

drilled holes and installing the 5/8" panhead screws into the 

leg assembly. (Note: You will notice there are 2 pre drilled 

brackets on each leg, the truss brace is attached only to the 

one bracket closest to the front of the leg). The other bracket 

is not to be used.  

Step 4

Attach cross braces (D) to the truss brace (E) by sliding 

them into place under the bench in the slots provided (see 

Illustration #2). The cross braces will be touching the 

bottom of the bench seat planks. Turn the bench upright.

Step 5

Assemble the bench back by inserting the planking in the

preformed slots on the arms (C) Use 2 large planks (A) in

the outside slots and the remaining small plank (B) in the

middle slot. Insert all three planks into one arm and then fit 

the other arm over the exposed ends of the planks (see 

Illustration #3). Make sure that each plank is completely

inserted into each arm slot.

Step 6

Attach bench back to seat bottom by aligning the slot at the

bottom front of the arms with the knuckle on the top of the

legs (this makes up the hinge of the bench). Make sure the

back of the arm touches the top of the bench bottom (see 

Illustration #4). After the hinge is aligned, insert the plastic 

hinge pin through the hole of the hinge.

Clean your Multi-Bench by using a mild detergent or all 

purpose spray cleaner and water.  

CAUTION: PLEASE TAKE CARE WHEN 

CONVERTING THE BENCH INTO A TABLE TO 

AVOID PINCH POINT INJURIES.

Note: Hinge knuckle determines 

front of bench this side.
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